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Access Statement 

This statement is to be read in conjunction with drawing by JBA reference: 
C301 Revision E. 

 

Access Ramp 

The proposed access ramp includes a slope of 1:8 as detailed on drawing 
C301E, which while steeper than the guidance in Approved Document M 
this is due to the limited available distance from the main entrance to the 
site boundary.  

Additionally, the ramp is intended as a permanent access feature rather 
than the current temporary arrangement, reinforcing the clients 
commitment to accessibility. Every effort has been made to align the ramp 
design with accessibility standards as closely as possible within the site’s 
physical limits. 

 

External stepped Approach 

The proposed external stepped access approach has been designed to 
ensure full compliance with the criteria set out in Requirement M1/M2 of 
Approved Document M. 

The layout includes level landings at both the top and bottom of each flight 
with unobstructed landing lengths of at least 1200mm to support safe 
access. A ‘corduroy’ hazard warning surface is provided at both the top and 
bottom landings, offering advance warning of any change in level, and, in 
instances of side access onto intermediate landings, a hazard warning 
surface 400mm deep is incorporated, ensuring user safety. Additionally, no 
doors will swing across landings, and all flights provide a clear surface width 
of at least 1.2 meters between enclosing walls or strings. 

To further enhance safety and accessibility the stepped access has been 
designed with several additional compliant features: the total rise of each 
flight contains no more than the specified maximum number of risers, all 
nosings are highlighted with a 55mm-wide contrasting material, and each 
step has consistent rise and going dimensions, falling within the ranges of 
150-170mm for the rise and 280-425mm for the going. Rises are not open, 
and a continuous handrail is provided on both sides of each flight and 
landing where possible.  
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