The the founding depth and profile of the existing footings
are presently unknown the builder should provide a
contingency within his quote for localised underpinning
at the interface with the new foundation.

For design purposes assume lantern The small trimmers to the sides of the
velux are to be 50x150mm deep grade
C24 timbers

is UPVC and weighs 200kg.

75x175mm C24 timber beam

75x175mm C24 timber beam

75x175mm C24 timber beam

100x175mm grade C24 timber beam
75x175i

See also enlarged detail for the
joining of the timber beams.

Provide M16 grade 8.8 through bolt or threaded rod at 600mm centres
opposing faces of the timber beams are to be glued with a suitable wood
glue and a tooth connector provided between the joists at the bolt
locations prior to tightening the bolt.

Ensure the glue has time to cure prior to applying load.

Bolts at 600mm linear centres.

-

2No. 50x150mm deep grade C24 timber
joists bolted together to form a 100x220mm

100mm blockwork internal walls to be deep timber tirmmer beam
bonded to the external cavity wall to P

provide restraint to the main masonry panels.

Forming 100x175mm deep Trimmer Beam.

Provide proprietary galvanised steel heavy duty
joist hangers between the wall bearing member
and the new timber trimmer beams

50x150mm deep timber fixed to the wall
using M16 grade 8.8 resin fix bolts in

The return dimension should be in accordance site drilled holes.

Wall bearer

New timber trimmers

Typical Support Detail at the Wall Bearing Member

Detail similar to trimmer to trimmer connection.

Turn down strap minimum 150mm Floor joists
and plug and screw to the wall.

BAT M305 hot-dipped galvanised restraint
strap fixed over a minimum 3No. joists.
Provide No.10 woodscrews x 63mm long.

Itis prop to ish the chimney from No padstone required if beam bears on A
?h"’“"‘_l‘ floor up l'° lh: ceiling as passed this solid brick masonry. Builder to ensure
e Y Is already that the masonry is in good condition R
Should this be carried out it is recommended prior to landing the beam. Minimum B1-178x102x19 UB (outer)
that a series of restraint straps are provided at end bearing to be 100mm.
LU ceiling level to restrain the top of the wall. Note that this is applicable to all new "
See detail openings in the existing gable wall. B1-178x102x19 UB (inner) pening
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7 I7n5d|cates span of flat roof joists The the foynding depth and profile of the existing footings
. " . " R x175 mm deep grade C24 " .
A crack is evident centrally above the arch window extending from the timbers at 450mm centres. are presently unknown the builder should provide a
middle of the opening veically to the ceiling. This is apparent externally. ) contingengy within his quote for localised underpinning
It is proposed to remove the internal finishes and expose the crack. Rake at the int with the new foundation.
out two bed joints at 150mm centres above the head of the window and Indicats f flat roof joists
insert stainless steel twisted bars resin fixed in place and extending & 5%;??;;;'0(?::'0 gfa(;:%éils
200mm past the reveal. Make good the bed joist with suitable mortar timbers at 450mm centres.
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:|I:] arch only 1 No bar as height restricted.
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Provide noggins between joists at restraint positions.

Use similar size timbers to joists. Ensure first rafter

is packed to wall.
ceiling joist restraint strap
position straps at 1.5m centres
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