NEW EXTENSION

Floor finished to the Architects

details and specification

Telescopic vent with a
air brick to external face.
position at 2.0m centres ™\

Brick/Block cavity wall construction
generally to the Architects specification

Note the hedge is shown indicative.

175mm deep beam and block.

150mm ventilated void to ensure
cross ventilation. To achieve the
ventilation telescopic vents should be
provided at 3.0m centres unless noted

other wise.

Ground Level

600

1350

Foundation to be taken down to good load
bearing strata to the satisfactions of the
Building Inspector.

Foundation must not be founded within
any desiccated material.

Section B - B Through External Wall of New Extension

Earthworks Notes.

1. The Base specification for earthworks shall be 'The
Department of Transport Specification for Highway
Works and BS6031 'Code of Practice for Earthworks'.
For the project specific earthworks requirements, refer
to the Engineer's Earthworks Specification. All
materials are to be retained on site wherever possible.

2. For details of ground conditions, refer to Ground
Investigation Report prepared by not undertaken
dated not applicable

3. All excavated material, where deemed unsuitable for
reuse, shall be disposed of at a suitably licensed tip
unless noted otherwise within the development
Earthworks Strategy.

Small 1.8m high holly hedge
running along the boundary
To be retained - Client to confirm.

the specification.

4. Where excavted material is to be reused it shall be
classified placed and compacted, according to its
classification, in accordance with the requirements of

5. Prior to importation of any fill material, a representative
sample, together with appropriate certification, shall be
delivered to site for inspection by the Engineer.

6. Following acceptance, imported material shall be
placed and compacted, according to its classification,
in accordance with the requirements of the specification.

7. Excavations to depths substantially greater than those
shown upon the drawings shall not be undertaken
without the prior approval of the Engineer.

8. The Engineer shall be immediately notified of any
variations to the reported ground conditions.

9. All obstructions, old foundations, disused sewers etc.
shall be removed and backfilled as directed by the

Engineer.

10. All formations shall be proof rolled and any
subsequent soft spots excavated and backfilled as
directed by the Engineer.

11. Geotextiles, when specified, shall be placed and fixed
in accordance with the manufactorer's instructions.
Generally, geotextile membranes shall always be
provided under external works construction. Geotextile
membranes may be required under building footprints
subject to soil and weather conditions.

12. Any dewatering of excavations shall be undertaken
with due consideration to the nature of substrata,
adjacent structures/features and disposal of extracted
water. Disposal of ground water into existing sewers
and watercourses shall only be undertaken with the
permission of the relevant Authorities.

13. In the case of sites where contamination/pollution and/
or land gases are present, the Engineer shall provide
specific proposals and method statements to the
Principle Contractor.

14. Specific advise must be obtained before undertaking
earthworks in the vicinity of trees.
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